
FENGHUA ADVANCED TECHNOLOGY(HOLDING) CO.,LTD  
ELECTRONIC ENGINEERING R&D BRANCH 

片式电容器用钯银内电极浆料系列 
  分散性优良，无团聚。 
  印刷电极光滑平整，厚度薄，连续性好。 
  烧结收缩低。 
  损耗率低。 

物理性能： 
     参数 

型号 
固含量

（%） 
金属含量

（%） 
金属比例

（Ag/Pd）
粘    度*
（Pa·s） 

细    度 
（第二刻线/90%） 

E-1153P 53±1.0 53±1.0 0/100 12.0~18.0 ≤（6.0μm /5.0μm）

E-2652 52±1.0 52±1.0 40/60 10.0~16.0 ≤（6.0μm /5.0μm）

E-2369BT 60±1.0 60±1.0 70/30 15.5~18.5 ≤（6.0μm /5.0μm）

E-2360R 60±1.0 56±1.0 70/30 15.5~18.5 ≤（6.0μm /5.0μm）

E-2369ET 52.5±1.0 51±1.0 70/30 12.0~15.0 ≤（6.0μm /5.0μm）

E-2346T 51±1.0 46±1.0 70/30 11.0~14.0 ≤（6.0μm /5.0μm）

E-2255 55±1.0 55±1.0 80/20 12.0~15.0 ≤（6.0μm /5.0μm）

E-2246 51±1.0 46±1.0 85/15 10.0~12.0 ≤（6.0μm /5.0μm）

E-2246H 51±1.0 46±1.0 85/15 12.0~15.0 ≤（6.0μm /5.0μm）

E-2160S 60±1.0 60±1.0 90/10 15.0~25.0 ≤（6.0μm /5.0μm）

E-20560 60±1.0 55±1.0 95/05 15.0~25.0 ≤（6.0μm /5.0μm）

(注*：粘度检测条件为 Brookfield HBDV-Ⅱ+,CP52,10rpm,25±0.5℃) 

推荐工艺： 
搅    拌：使用前慢速搅拌均匀。 
丝    印：325~500 目不锈钢丝网或尼龙丝网。 
烧    结：推荐峰值温度（℃） 
金属比例

（Ag/Pd） 
0/100 40/60 70/30 80/20 85/15 90/10 95/05 100/0 

建议烧温

（℃） 
1000~ 

1530 

900~ 

1320 

900~

1150 

900~

1069 

900~

1020 

900~

1000 

900~

970 

800~

930 

清    洗：建议使用酒精或松节油。 
储    存：阴凉处但不必冷冻，最佳保存温度为 18~25℃。 
有效期：9 个月(低于 25℃储存)。 
包    装：500g/瓶或 1000g/瓶。 

ADDRESS: 18TH FENGHUA ROAD, ZHAOQING, GUANGDONG, CHINA. 
Tel: 86-758-2865642  Fax: 86-758-2865626 



FENGHUA ADVANCED TECHNOLOGY(HOLDING) CO.,LTD  
ELECTRONIC ENGINEERING R&D BRANCH 

Pd/Ag Internal Electrode Ink 
（For PME MLCC） 

 Compact electrode. 
 Smooth and thin and continuous electrode after firing. 
 Low shrinkage rate in firing. 
 Low DF. 

Physical properties: 

  Product No. 
Solid 

content
（%） 

Metal 
content
（%） 

Ratio of 
metal

（Ag/Pd）

Viscosity
（Pa·S）*

F.O.G  
（the second line 

/90%） 
E-1153P 53±1.0 53±1.0 0/100 12.0~18.0 ≤（6.0μm /5.0μm）

E-2652 52±1.0 52±1.0 40/60 10.0~16.0 ≤（6.0μm /5.0μm）

E-2369BT 60±1.0 60±1.0 70/30 15.5~18.5 ≤（6.0μm /5.0μm）

E-2360R 60±1.0 56±1.0 70/30 15.5~18.5 ≤（6.0μm /5.0μm）

E-2369ET 52.5±1.0 51±1.0 70/30 12.0~15.0 ≤（6.0μm /5.0μm）

E-2346T 51±1.0 46±1.0 70/30 11.0~14.0 ≤（6.0μm /5.0μm）

E-2255 55±1.0 55±1.0 80/20 12.0~15.0 ≤（6.0μm /5.0μm）

E-2246 51±1.0 46±1.0 85/15 10.0~12.0 ≤（6.0μm /5.0μm）

E-2246H 51±1.0 46±1.0 85/15 12.0~15.0 ≤（6.0μm /5.0μm）

E-2160S 60±1.0 60±1.0 90/10 15.0~25.0 ≤（6.0μm /5.0μm）

E-20560 60±1.0 55±1.0 95/05 15.0~25.0 ≤（6.0μm /5.0μm）

(*Brookfield HBDV-Ⅱ+, CP52, 10rpm, 25±0.5℃) 
 Suggesting processes: 
Mixing:：slow stirring just before use. 
Screen printing：325~500 mesh stainless steel screen. 
Firing peak temperature： 
Ag/Pd 0/100 40/60 70/30 80/20 85/15 90/10 95/05 100/0
Temp.
（℃） 

1000~ 

1530 

900~ 

1320 

900~ 

1150 

900~

1069

900~

1020

900~

1000

900~

970 

800~

930 
Clean up：turpentine or ethyl alcohol. 
Storage：keep in a shade and cool place, 

the best temperature:18~25℃. 
Shelf life：9 months below 25℃ for storge. 
Package：500g/bottle or 1000g/bottle. 
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