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Hardware Selection Guide

Panel control mounting hardware is determined by bushing style. The "X" in the bushing style column indicates what hardware is used
with the bushing. Hardware indicated by a shaded area is normally supplied with unit. Other hardware may be ordered separately.
Hardware may be bulk packaged or individually packaged with units, depending on the model.

Bushing Style and Dimension
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Part Number 3/8 ” locking, 1/4 ” locking, 1/4 ” 3/8 ” 9 mm 7 mm 1/4 ” 10 mm
and Description dia. 3/8 ” dia. dia. 1/4 ” dia. dia. dia. dia. dia. dia. dia.

H-36-1 Flat Washer X X X X

H-36-2 Flat Washer X X X

H-37-1 Lockwasher X X X X

H-37-2 Lockwasher X X X X

H-38-1 Mounting Nut X X X X

H-38-2 Mounting Nut X X X

H-38-3 Lock Nut X

H-38-4 Lock Nut X

H-37-3 Lockwasher X

H-37-4 Lockwasher X

H-37-5 Lockwasher

H-38-8 M7 Mounting Nut X

H-38-9 M10 Mounting Nut X

H-38-11 M9 Mounting Nut X

H-38-14 M6 Mounting Nut

H-W06-MM Flat Washer & Mounting Nut set (1 each)

H-W09-MM Flat Washer & Mounting Nut set (1 each)

Bushing Style and Dimension Model
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Model Model Model W

3310/
PDA17 PDB18 PTD90 PTV111 PTV142

50 EN 3862
3315

Part Number 6 mm 3/8 ” 1/4 ” 9 mm 1/4”
and Description dia. dia. dia. dia. dia.

H-36-1 Flat Washer X

H-36-2 Flat Washer X

H-37-1 Lockwasher X X

H-37-2 Lockwasher X X

H-38-1 Mounting Nut X X

H-38-2 Mounting Nut X

H-38-3 Lock Nut X

H-38-4 Lock Nut

H-37-3 Lockwasher

H-37-4 Lockwasher X

H-37-5 Lockwasher X

H-38-8 M7 Mounting Nut

H-38-9 M10 Mounting Nut

H-38-11 M9 Mounting Nut X

H-38-14 M6 Mounting Nut X

H-W06-MM Flat Washer & Mounting Nut set (1 each) X X X

H-W09-MM Flat Washer & Mounting Nut set (1 each) X X
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